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PROJECT DESCRIPTION
i. GENERAL

This project involves the installation of Traffic Guide Signs

gt the intersection of MD 65 (Sharpsburg Pike) and 170 eastbound
On Ramp in Washington 00unfg. A mast arm signgl gole with

Traffic Gulde Guide Signs shall be istaiied ot +this location..
Additionally, a new Shield Assembly sign shall be instaqlled

onto the exsting mast arm Traffic Signal pole at this location.

MD 65 (Sharpsburg Pike) is assumed +0 run a north-south direction.

The contact persons for District #6 are as follows:
WO . .
~R5-1H ARROWS Mr. George Smali

NS - . Assistant District Engineer — Traffic
Phone: (301) 729-8444

Mr. Tony Crawford
Assistant District Engineer — Maintenance
Phone: (301) 729-8457 '

MD 65

Mr. Dave Felker o
Assistant District Engineer — Utility
Phone: (301) 729-8439

M. Richard L. Daff. Sr.
Chiefs Traffic Opercations Division
Phone: (410) 787-7630

Mr. Ed Rodenhizer
Chief, Signal Operations Section
410-187~-7652

M. Sonny Bailey
Chief Sign Shop
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CONSTRUCTION DETAILS CENERAL NOTES:

(Note: Contractor shall supply anchor bolts and concrete foundation. Item # 8061
includes paymenf_for the supply and Installation of this equipment).

c. Install Shield Assembly sign onto existing mast arm poie as shown.

B. Install 27’ (cut to 21”) steel| pole with g 38’ (cut +o 30’) mast arm with signs as shown. | | utilities and the traffic sl
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A. Remove existing ground mounted guide sign and supports. - : ' l‘T";ul!}(ss UT!LIWp?tg;' to mmoc %n so that EWIH?esat;ny be %ea-tm od
in the fleld. If the contractor perceives that a confliot between the

| will occurs the contractor shall notify

the project engineer immedigteiy so that the conflict may be resolved.

2. Sign foundation shall be installed at the grade of the existing roadway.

DRILL HOLES

D. Remove existing ground mounted signs and supports.
F. 1Install overhead sign onto existing mast arm pole as shown.

GEOMETRIC_LEGEND REVISION “A?
PROPOSED e
EXISTING  — — — e — — - J b '
<
END _OF GROU _.._-—X‘
: Y
AERIAL ) A ®
ascrmgme £——t ! : STREET TRAFFIC STUDIES, LTD.
pEee ——; | aEuE
SEWER § wee § P (410) 590-5500
WATER ¥ . Fox (410) 590-6637
CABLE TV et e 4 Lt ‘ _ _ 5567.dgn T={75

410-787-7676

TOD No. XX449-06
SHA No. WA359A51/B5!

| STATE OF MARYLAND
| DEPARTMENT .OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

MD 65 AT EASTBOUND I-T70
ON RAMP
FUNKSTOWN. MARYLAND

[ oms T wwsow | TRAFFIC SIONAL PLAN |
|

| DESIGNED BY__ J MALINOWSKI  couNTY _ WASHINGTON

TEAM LEADER >
w
\¥

DRAWN BY L TAUBER " LOGMILE _21006510.48

CHECKED BY _ TIMS NO, 1958

& : (® UPGRADE ADVANCE SIGNING 6/5/08

FOR I-TO ON RAMP TIMS:#1958
SHA NO. XX4495185

F.A.P. NO. TOD NO.

fowa |

PLOTTED: $DATETIMES

FILE: $FILES

| TS NO. 2610C § DRAWING NO. 1 OF 1 SHEET NO. OF

... \B000 "s\556715567 .dgn "6/6/2008 12: 34: 09 PN




